DATA SHEET
M1200T — 1U Pseudowire / Mobile Backhaul Platform
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Overview

Small footprint as Cell Site Router Product
Network management via OAM (802.1ag/Y.1731)
Ethernet Ring Protection (G.8032)

CES Service (SAToP / CESoPSN)

CAS Signaling / RBS for T1

Pseudowire Encapsulation

SNMPv1/v2/v3 with RMON, Alarms

Improved QoS and differentiated traffic service
RADIUS, TACACS+ Authentication

Realtime network traffic monitoring and analyzing
IEEE1588v2 TC/BC & SyncE

BITS Input / Output

Power: Dual -48VDC inputs

DASAN Networks” small footprint M1200T platform can be used for various applications, including
migration of existing TDM based legacy services to a next-generation networks and mobile backhaul
applications. With low power consumption and high service scale, M1200T is optimized for small
aggregation and remote point-of-presence (POP) applications making it a highly cost effective option. The
M1200 provides four 10 gigabit Ethernet ports, 16 gigabit Ethernet ports (8 electric and 8 optic, fixed) and 8
E1/T1 PWES3 interfaces. To ensure equipment reliability the M1200 supports redundant DC power modules.

Pseudowire Services — TDM Migration to IP

PWE3 provides a migration path from TDM to IP allowing traditional TDM services to be extended

seamlessly over existing packet switched networks.

e Comprehensive support of PWE3 standards

e 8 E1/T1 legacy services carried over packet networks (MPLS, CoE, IP) via pseudo-wire (PWE3)

e CES Service (SAToP / CESoPSN)
e CAS Signaling / RBS for T1 and CCS for E1

Ethernet Services

e Network management via OAM (802.1ag/Y.1731)

e Ethernet Ring Protection (G.8032)
e Link aggregation (802.3ad)
e Improved QoS and differentiated traffic service

e Traffic Prioritization via VLAN tagging and priority labeling









